[image: image1.png]WATCON, Inc,

Material Safety Data Sheet
May be used to comply with
OSHA’s Hazard Communication
Standard, 29 CFR 1910.1200

WATCON 113P
Section 1
Manufacturers Name:
WATCON, Inc.

2215 South Main Street
South Bend, IN 46613

Date Revised: 4 October 1996

MSDS

U.S. Department of Labor

Occupation Safety and Health Administration
(Non Mandatory Form)

Emergency Telephone Nuember:
219-287-3397 OR

CHEMTREC

800-424-9300

Revised By: T.E. Resnik

Section II Ingredients Identity Information

Components CAS # OSHA P.E.L. Percent
Sodium Polyphosphate, Glassy 68915-31-1  Not Established 12t0 18
Penta Sodium Triphospate 7758-29-4  Not Established tos

Sodium Polyacrylate 9003-04-7 Not Established 20 to 50

This product also contains the following toxic chemicals subject to the reporting
requirements of scction 313 of the Emergency Planning and Community Right to Know

act of 1986 and of 40 CFR 372

Components CAS# OSHA P.E.L. Max Percent
Alkali Hydroxide 1316-73-2 2mg/cu M 50

Section 11! Physical/Chemical Characteristics

Boiling Point: >212 deg. F
Vapor Pressure (mm Hg):  >1

Vapor Density (air =1): Nil
Appearance: Clear liquid
Odor: None

Specific Gravity(water = 1): 1.010
Melting Point: N/A
Evaporation Rate (water = 1):1
Solubility in Water: 100%
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[image: image2.png]Flash Point (Method Used): None Flammable Limits: None
Extinguishing Media: Water

Special Fire Fighting Precedures: None

Unusual Fire and Explosion Hazards: None

Section V Reactivity Data

Stability: Stable Conditions to Avoid: None
Incompatibility (Materials to Avoid): Strong oxidizing agents and materials reactive
with liydroxyl compounds

Hazardous Decomposition or Byproducts: None

Hazardous Polymerization: Will not occur.

Conditions to Avoid: None

Section VI Health Hazard Data

Routes of Entry: Dermal coutact, inhalation, and ingestion are the most likely sources of
exposure. Occupational exposure to this material has not been reported to cause
significant adverse health effects. On the basis of available information, this material is
not expected to produce significant adverse human health effects when used as
recommended.

Health Hazarxd: This material will irritate eyes and skin with prolonged contact.

Signs and Symptoms of Exposure:

Eyes: liritation

Skin: Irritation

Inhalation: Mists can causc nasal and respiratory irritation.
Ingestion: Causes irritation to muceus membranes.

Emergency First Aid Procedures:

Skin Contact: Wash with water

Eye Contact: Flush with water for a minimum of 15 minutes, Seek medical attention.
Ingestion: Give large amounts of water or milk. Seek medical attention.

Inhalation: Remove to fresh air.

This material is not listed as a carcinogen.
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[image: image3.png]Steps to be Taken in Case Material is Released or Spilled: Where possible, contain
spills and leaks. Small spills can be picked up with suitable absorbents and disposed.
Large spills should be collected for reuse or disposal.

Waste Disposal Method: Recover for use or dispose in an approved landfill in
accordance with all applicable Federal, State and local regulations.

Section VIlI Control Measures

Respiratory Protection: None required when used at room temperature.
Protective Gloves: PVC coated or rubber.

Eye Protection: Safety glasses

Lecal Exhaust: None required at normal room temperature

Other Protective Clothing or Equipment: Eye bath and safety shower are
recommended.

Section IX  Special Conditions

National Fire Protection Association labeling:

Health: 1 Flammability: 0 Reactivity: 0 Personal Protection: B
The information on this Material Safety Data Sheet reflects the latest information and
data that we have on hazards, properties, and handling of this product under the

recommended conditions of use. Any use of this product or method of application which
is not described in the Product Data Sheet is the sole responsibility of the user.





